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Throttle Body Spacer Part #

1991-06 Wrangler 4.0L & 91-02 2.5L, 1991-01 Cherokee 4.0L & 1991-00 2.5L (NEW) 17755.01

Want more horsepower, better throttle response, and improved acceleration? 

A Rugged Ridge Cold Air Intake System can boost your performance, while helping you keep extra cash in your wallet. Our polished 
aluminum mandrel bent intake tube replaces the restrictive factory air box to help improve fuel economy. A black powder coated heat 
shield separates the filter from engine heat, dirt and debris, as cold air is drawn through a high-flow conical air filter. Unlike other 
reusable air filters, our dry panel design never needs oiling, which keeps your mass airflow sensor from being damaged by excess oil! 
The simple bolt on installation gives you power you can feel, adding up to 10HP and 12ft lbs or torque, depending on application.

• Polished mandrel bent 6063 aluminum air intake tube.
• Simple no-drill installation bolts on using simple hand tools.
• Includes a high-flow conical dry panel filter that never needs oiling.
• Intake kit includes black powder coated heat shield
• Part # 17750.01 for 97-06 4L wranglers include a throttle Body 
   Spacer as a part of the kit. 
• Improves fuel economy up to 10%*
• Adds up to 10HP and 12ft lbs or torque**

The Rugged Ridge Throttle Body Spacer raises the throttle body 1” above the intake manifold. The lift helps optimize power and performance 
by drawing in colder denser air. The large bore design allows your system to inhale a larger volume of air producing more horsepower 
and torque. It features solid aluminum construction with a slick anodized black finish, and is a bolt on performance adder for both 4.0L 
and 2.5L engines.

• Solid Aluminum Construction.
• Simple no-drill installation bolts on using simple hand tools.
• Includes mounting hardware, gaskets and spacers.
• Black Anodized Finish.
• Fits 91-06 Wrangler 4.0L & 91-02 2.5L & Cherokee 91-01 4.0L & 91-00 2.5L

*See http://www.fueleconomy.gov/feg/maintain.shtml
** Depending on kit

17750.01 for 1997-06 Wrangler 4.0L

17750.01 1997-06 Wrangler 4.0L

17750.06 for 2007-10 Wrangler 3.8L

®

Rugged Ridge Cold Air Intake Systems Part #

2007-10 Wrangler 3.8L (NEW) 17750.06

1997-06 Wrangler 4.0L (NEW) 17750.01

2003-06 Wrangler 2.4L (NEW) 17750.03

1997-02 Wrangler 2.5L (NEW) 17750.02

1991-95 Wrangler 4.0L (NEW) 17750.04

1991-95 Wrangler 2.5L (NEW) 17750.05

1991-01 Cherokee 4.0L (NEW) 17750.20

1993-98 Grand Cherokee 4.0L w/o ABS (NEW) 17750.20

1993-98 Grand Cherokee 5.2L, 5.9L (NEW) 17750.22

Cold Air Intakes for Jeep®

Throttle Body Spacer
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Lockable Spare Tire 
Mount Bike Carrier
This easy-to-use bike rack mounts to any emergency tire 
mounting studs. The bike rack carries 2 bikes directly off 
the spare tire. It is constructed of 2” powder coated steel 
tubing for maximum rust protection and durability. The 
bike clamp feature rubber pads to protect your bike’s 
finish. The carrier comes with 2 keys for the locking 
mechanism. Fits wheel off sets from 2-5/8” to 6”. For All 
Jeep® Outside Spare Tire Applications

Easy Load Trail Rack
This clever application provides extra storage right above your spare 
tire. Carry camping gear, coolers and other necessities far above 
the ground. The rack tubes are welded and powder coated for extra 
durability. The new Euro style design makes this item look as good as 
it performs. You can mount this no-drill-installation rack in no time. 
Storage capacity is rated at 50 lbs.

Receiver 
Shackle 
Bracket

D-Ring, Pair
This heavy-duty zinc coated 
cast steel construction comes 
with a 3/4” pin. Perfect for 
use with all RRC bumpers.

Hitch Ball

Hitch Ball 
includes a 
matching 
mounting 
nut and lock 
washer. Pick 
from two 
standard sizes.

Receiver Tow Hook

Heavy-duty black powder coated tow hook 
inserts into any 2” style hitch (does not include 
hitch pin, not designed for towing).

Trail Rack Part #

87-02 Wrangler, Each 11237.11 11237.11

Hitch Ball Kit Part #

2’’ x 3/4’’ 11305.01

1-7/8’’ x 3/4’’ 11305.02

D-Ring

3/4’’D Ring, 9,5000lbs, 
Pair

11235.01 11235.01

Receiver Shackle Bracket Part #

All 2’’ Receivers, Each 11234.01

Receiver Tow Hook Part #

Fits All 2” Recievers, Each 11237.01

11237.10 Lockable Spare 
Tire Mount Bike Carrier

11237.11 Easy Load Trail Rack

Custom design bolts directly to factory 
mounting points on the rear of the 
vehicle, very similar design to the OE 
Receiver Hitch. Durable powder coat 
design sheds water and provides a 
long lasting rust free finish. Includes 
cutout for factory wiring harness 
mounting. Designed as a one-piece 
welded assembly for added strength, 
we built our hitch receiver to match the 

towing capacity of your Jeep®: 3,500-lb tow rating, 350-lb tongue weight rating 
with weight distributing equipment; otherwise 2000-lb tow rating, 200-lb tongue 
weight rating, 2” opening.

2007-10 Wrangler Receiver Hitch

Receiver Hitch Part #

07-10 Wrangler, Each 11580.10

Bike Carrier Part #

Spare Tire Mount Bike Carrier, Each 11237.10

2” Receiver 
Hitch

Receiver Hitch Extender Includes clip and pin. Ball not 
included. For Jeep use only. 
2000-lb two rating, 200-lb 
tongue weight rating.

Constructed from solid steel the 
extender lengthens your 2” receiver 
up to 12 inches!  (Hitch mount 
accessories only - not tow rated) Ball Mount Receiver Hitch Part #

2” Square, Each 11237.02
Receiver Hitch Extender

12”,Each (NEW) 11580.50

This heavy-duty steel 
design fits into any 2” 
receiver box. It is rated up 
to 9,500 lbs. pulling capacity 
on evenly distributed straight pulls. 
Note: never exceed your receiver 
capacity. Not designed for towing. Does not 
include hitch pin.

®




