The Rugged Ridge CJ Heavy Duty steering box bracket has been manufactured using 3/8” welded plate steel for superior strength and durability. With proper installation this unit will greatly improve the weak steering mount offered by the OE three piece bracket system. Please take the time to read over this instruction prior to installing this product. It will be necessary to remove your steering box from the frame and it is recommended that the proper step be followed. A service manual is highly recommended.

Installation can be done with box still attached to the lower steering shaft and power steering hose, but great care should be taken to avoid any damage to these components.

If your vehicle is equipped with a winch it may be necessary to remove the winch and mounting plate to install the H/D steering box bracket.
Step (1): Remove old upper and lower bracket from power steering box and frame. Please refer to the service manual for the proper steps. To help with the installation it will be necessary to lower the front sway bar from its mounts if the vehicle is equipped. (see fig. 1 and 2)

Fig. 1                                                                 Fig. 2

Step (2): Install supplied 7/16” studs into the power steering box. You will need to place the longer 2 1/2” studs in the front and lower rear mounting holes in the steering box. The smaller 2” stud should be installed in the upper rear mounting hole. Note that a good quality thread lock should be used when installing the studs. Also take care when installing studs not to damage the outer fine threads. (see fig.3 and 4)

Fig. 3                                                                   fig.4

Step (3): Add spacers to the studs as shown in fig. 5 and fig.6 making note of the location of the thin spacers and thick spacers. The thin spacer is to be placed on the upper rear 2” stud. Place steering box bracket onto steering box and install the 7/16” flat washer and lock nut (torque to 65 ft. lbs.)
Note: Please take the time to test fit the steering box brace to your steering box before installing. Over the years there have been a number of variations in the steering box design and the H/D steering box might require some filling of holes. Every effort has been made to assure a proper fit but not all variances can be accounted for.

Step (4): Bolt up the new mount with steering box to frame starting with the rear frame mount first using one 7/16” x 2” bolt and the last .275” short spacer. Do not tighten. At this time reinstall the high and low pressure power steering hoses following the steps described by the service manual.

Step (5): Raise the steering box into place and install the remaining bolts. Note that the (2) small 1” bolts are to be used on the top cross member and the longer 2” bolts are to be used along the bottom of the frame rail. Do Not Tighten any bolts. It is important that all bolts are started by hand to insure alignment of all holes and to ease installation.

Note: For some applications where a shackle reversal has been performed additional spacers will be needed on the lower frame rails to insure proper hole alignment and fitment. (See fig. 7) All other installations should look like (Fig.8).
Step (6): When all bolts have been aligned and started tighten all but the lower rear frame bolt with a torque wrench to torque 55ft. lbs.

Step (7): Remove rear frame bolt and install the Outer frame clamp. (See fig.9). Reinstall the lower rear bolt loosely. Thread the 5/8” x 2 ½” Hex head bolt 5/8” flat washer through the Outer Frame Clamp and vehicle frame hole (See fig.10). The 5/8” x 2 ½” bolt will secure to the H/D steering box bracket. Torque the lower frame rail bolt to 55 ft. lbs, and the 5/8” x 2 ½” bolt to 65 ft. lbs.

Fig. 9  Fig.10

Step (8): Follow the service manual for any further installation requirements that may be needed.

LIMITED 90 DAY WARRANTY
Applies to Rugged Ridge by Omix-ada Inc. Products

Rugged Ridge Off Road (the Company) warrants to the original purchaser of this product that should the product or any part thereof, under normal use and conditions, be proven defective in material or workmanship within 90 DAYS from the date of original purchase, such defect(s) will be repaired or replaced or credited at the Company’s sole option.

To obtain repair or replacement within the terms of this Warranty, the product is to be delivered with proof of warranty coverage (e.g. Dated bill of sale), specification of defect(s) to the place of purchase or, with prior approval from the Company (Return Authorization Number is required), freight pre-paid to the Company address listed below.

This warranty does not apply to any product or part thereof which, in the opinion of the Company, has suffered or been damaged through alteration, improper installation, mishandling, misuse, neglect, accident or by acts of nature. THE EXTENT OF THE COMPANY’S LIABILITY UNDER THIS WARRANTY IS LIMITED TO THE REPAIR OR REPLACEMENT PROVIDED ABOVE AND, IN NO EVENT, SHALL THE COMPANY’S LIABILITY EXCEED THE PURCHASE PRICE PAID BY PURCHASER FOR THE PRODUCT.

This Warranty is in lieu of all express warranties or liabilities. ANY IMPLIED WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY, SHALL BE LIMITED TO THE DURATION OF THIS WRITTEN WARRANTY. ANY ACTION FOR BREACH OF ANY WARRANTY HEREUNDER INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY MUST BE BROUGHT WITHIN THE PERIOD OF 90 DAYS FROM DATE OF ORIGINAL PURCHASE.

IN NO CASE SHALL THE COMPANY BE LIABLE FOR ANY CONSEQUENTIAL OR INCIDENTAL DAMAGES FOR BREACH OF THIS OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED, WHATSOEVER. No person or representative is authorized to assume for the Company any liability other than expressed herein in connection with the sale of this product.

Some States do not allow limitations on how long an implied warranty lasts or the exclusion or limitation of incidental or consequential damage, so the above limitations may not apply to you. This warranty gives you specific legal rights and you may also have other rights, which vary from state to state.

Omix-ada Inc.
460 Horizon Dr. Suite 400
Suwanee, Georgia 30024